quick Respon se

SINCE 1954

ELECTRONIC THROTTLE
CONTROLLER

SAAS-Drive Throttle Controller
Installation Instructions:

20201207
Important notes before installing:
- The SAAS-Drive is designed for specified vehicles only, please make sure this is the correct
product for your vehicle before you start the installation!
- All installation work should be done by a qualified professional to avoid damage to this product.
- All settings should be completed while the vehicle is stationary, for your own safety please do not
adjust while driving!
- BEFORE installing, please check our website (shopsaas.com) for the latest fitting instructions.
If the top left corner (v) number is different to website, please use instructions from website.

Fitting Guide:
- Turn the ignition off and remove the car key, leave the drivers door open and wait 10 minutes.
Note: Smart keys must be taken out of vehicle range!
- Locate the connector at the accelerator pedal and unplug it. For some vehicles it may be easier to
remove the accelerator pedal to access the wiring connector. During installation, do not touch the
brake pedal or open and close doors as this may wake up vehicle systems and cause an error code.
- Plug the SAAS-Drive connector into your accelerator pedal and then plug the vehicle side back into
the SAAS-Drive. Please plug the connectors in SLOWLY!, this will help prevent any damage to the pins.
- Note: If the connector does not fit, STOP the installation and check that you have the correct
product with your retailer!
- Plug the small white connector from the pedal harness into the SAAS-Drive display and find a suitable
location on your dash to mount it. CAUTION: Please see below for connector orientation. Do NOT
reverse these connectors!
- Cable tie any excess wiring so it's out of the way and won't affect the vehicles operation.
(This is the installer’s responsibility!)

SAAS-Drive Layout:
Vehicle connector
Light sensor

F 1.9

Accelerator connector
Accelerator pedal

Mode button
Sensitivity adjust
(up/down)

Correct connector orientation
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PROBLEM

POSSIBLE CAUSE

SOLUTION

Display connectors reversed

Check that the small white display connectors
have not been reversed

Throttle connectors not plugged in correctly

Check for any bent or damaged pins

Ignition was on during installation

See below - Procedures

Vehicle has an error
code after installation
OR
Vehicle does not run
correctly after
installation

Ignition was on during installation

See below - Procedures

Smart key was present during installation

See below - Procedures

Vehicles ignition system retained some power

See below - Procedures

Display shows “LOC”

Enter 3 digit password

If password has been lost, contact HULK 4x4
for unlocking

No power to
display unit

SPECIFICATIONS

CONTENTS

OPERATING VOLTAGE

8v > 18v

IN THE BOX

QTY

DISPLAY CABLE LENGTH

1.4 meters (total)

THROTTLE CONTROLLER DISPLAY UNIT

1

THROTTLE PATCH LEAD CABLE LENGTH

100mm (each side)

DISPLAY DIMENSIONS

54mm x 35mm x 11mm

THROTTLE CONTROLLER PATCH LEAD

1

DISPLAY COLOUR

Blue LCD

CABLE TIES

3

NUMBER OF DRIVING MODES

6

FITTING INSTRUCTIONS

1

